
 

Safety Alert 

 

‘Klinge Safe Tyres Produce More & Last Longer’ 
The information provided on this website is intended for information only and of bringing the existence of potential problems to your attention and 
to advise you of solutions which we have adopted. We do not warrant that any solutions that we have adopted are infallible, nor do we recommend 
that you adopt same. If you are concerned about a potential problem and wish to implement a solution, then we recommend you carry out your own 
research and testing. Expert advice should be obtained before adopting any solution that we have adopted to ensure that such a solution is 
appropriate and suitable to your needs. Any information provided on this web site is not intended to create any sort of legal relationship between 
Klinge & Co Pty Ltd and you, nor is it intended that you will rely upon it without obtaining proper professional advice. Klinge & Co Pty Ltd will 
not be responsible for any loss and damage occasioned, including but not limited to damages for personal injuries or loss of business or other 
profits, by any person relying on information contained in this website. Klinge & Co does not guarantee that the information on the web site is 
accurate, reliable, definitive, complete or up to date. Klinge Group may claim legal privilege and common interest privilege in relation to this 
material. 

 

Hazard Alert: Venting of Tyres 
 
Under certain circumstances bubbles may appear in the bead, sidewall, or shoulder 
area of a tyre.  These bubbles are usually gas filled and are due to some form of 
separation and subsequent air migration from the air chamber into that area of the 
tyre.  
 
Because of the potential for rapid and uncontrolled bursting of the tyre if incorrectly 
vented, NON Tyre Manufacturer trained people should not conduct such tyre venting, 
assist in the venting process, or allow personnel under their control or supervision to 
perform tyre venting. 
  
If tyre venting is to be conducted by a third party (e.g. a Tyre Manufacturer 
Employee) it will be performed solely at his or her own risk.   
  
WARNING: All other than the Tyre Manufacturer trained personnel must maintain a 
minimum distance of 50 m, and have Eye & Ear PPE in place while the trained Tyre 
Manufactures Technical Staff carry out any such tyre venting 
 
 
Tom Klinge 
Managing Director 
Brisbane, July 7, 2003 
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