
 

Safety Alert  
 

‘Klinge Safe Tyres Produce More & Last Longer’ 
The information provided on this website is intended for information only and of bringing the existence of potential problems to your attention and 
to advise you of solutions which we have adopted. We do not warrant that any solutions that we have adopted are infallible, nor do we recommend 
that you adopt same. If you are concerned about a potential problem and wish to implement a solution, then we recommend you carry out your own 
research and testing. Expert advice should be obtained before adopting any solution that we have adopted to ensure that such a solution is 
appropriate and suitable to your needs. Any information provided on this web site is not intended to create any sort of legal relationship between 
Klinge & Co Pty Ltd and you, nor is it intended that you will rely upon it without obtaining proper professional advice. Klinge & Co Pty Ltd will 
not be responsible for any loss and damage occasioned, including but not limited to damages for personal injuries or loss of business or other 
profits, by any person relying on information contained in this website. Klinge & Co does not guarantee that the information on the web site is 
accurate, reliable, definitive, complete or up to date. Klinge Group may claim legal privilege and common interest privilege in relation to this 
material. 

 

 
Uncontrolled Movement of Tyre Assembly 

causes Damage to a Hydraulic Pump 
 
 
 
Incident Description. 
 
Maintenance work was being carried out on a grader by both a tyre serviceman and 
mechanic.  
 
As the mechanical maintenance activity did not allow using the tyrehandler to line up 
the tyre assembly onto the grader hub, the tyre serviceman moved the tyrehandler 
away from the grader with the view to install the assembly manually.  
 
While moving the tyrehandler the tyre assembly was rested against the grader. 
 
Before the assembly could be manually installed, it had moved/fallen and crushed a 
PortaPower foot pump.  Replacement cost is in the order of $750. 
 
 
Recommendations:     
 

1. STOP - Wait until the immediate work area is clear of people and the job can 

proceed as planned.  

2. STOP - Conduct a JHA if there is any deviation from the normal task. 

3. STOP - Remove any tools on the ground to a safe location as soon as they are 

finished being used. 

4. STOP - Secure the tyre and rim assembly to eliminate uncontrolled 

movement. 

 
These simple steps will ensure the job is completed safely 

 
Tilman Rasche, Manager – Global Risk & Business Improvement,  
”Eliminate All Unsafe Acts” 

 
5/5/06, Safety Alert47 Damaged Tooling incl disclaimer1.doc 


